CONSTRUCTION BEGINS
STA. 17460

ASPHALT SURFACE

REMOVAL - BUTT JOINT, 593 SY

— POLYMERIZED HOT-MIX ASPHALT SURFACE COURSE, MIX “F, N90, 1&3/4", 1035 TONS

~-HOT-MIX ASPHALT SURFACE COURSE REMOVAL. 9965 SY

- BITUMINOUS MATERIALS (PRIME COAT). 1055 GAL

t— AGGREGATE (PRIME COAT), 22 TONS (’)

— CENTERLINE - RUMBLE STRIP, 796’
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——POLYMERIZED HOT-MIX ASPHALT SURFACE COURSE, MIX "F’, NS0, 1&3/4", 735 TOUNS
—HOT-MIX ASPHALT SURFACE COURSE REMOVAL, 7500 SY
- BITUMINOUS MATERIALS (FRIME COAT), 750 GAL N
& — AGGREGATE (PRIME COAT), 15 TONS
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NOTES: W,
1.) THE CONSTRUCTION LIMIT FOR DRIVEWAYS |(:3
SHALL BE AT THE ROW LINE UNLESS THERE
IS AN EXISTING CONCRETE APRON CLOSER TO <
THE ROADWAY, OR AS OTHERWISE DIRECTED =
RESURFACING BY THE ENGINEER.
U(i”) 2.) BARRICADES OR TEMPORARY RAMPS TO BE
USED BY THE CONTRACTOR AROUND UTILITY
)Ej s HOT-MIX ASPHALT ADJUSTMENTS AS DIRECTED BY THE ENGINEER.
fecsacid SURFACE REMOVAL-
(@) BUTT JOINT 3.) RECESSED REFLECTIVE PAVEMENT MARKERS SHALL
BE PLACED IN THROUGH LANES, ALONG FLUSH
MEDIAN LINES AND THE TURN LANE STORAGE BAY
PER IDOT STD. 781001-02 AND DUPAGE COUNTY
STANDARDS.
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